
Specification for name plates 
 
LOCAL AUTHORITY: 
 

 
MALDON DISTRICT COUNCIL 

Plates: 
 

11 gauge aluminium. 

Plate depth: 150mm (increased where required). 
 

Lettering height: 100mm MOT capital 
Secondary lettering: 
LEADING TO or PRIVATE ROAD 50mm. 
Supplementary naming 75mm. 
 

Lettering colour: Black 
 

Symbols: IMPORTANT:  all No Through Roads should be 
identified with “T”(white vertical, red horizontal) on blue 
background (except where roads are in conservation area). 
Width min 180mm, max 300mm. Depth min 165mm, max 
275mm.  Diagram 816.1 of Traffic Signs, Regulations & 
General Directions.  
Arrows may be added where necessary. 
 

Border size: 12.5mm. 
 

Border colour: Black 
 

Background colour: White 
 

Reverse Colour: Grey 
 

Finish: Semi-sheared, stove enamelled. 
 

Drilling: Drilled and countersunk every 150mm. 
 

Strengthening: Medium painted grey channel top and bottom to run the full 
length of the plate.  Secured to plate by aluminium pop rivets, 
rivet heads capped with PVC plugs. 
 

Clips: 4 no. stainless steel 50mm o.d. channel clips per assembly 
c/w fittings. 
 

Supports: 2 no. per assembly, 1.5m x 50mm o.d. x 3mm thickness.  C/W 
flush welded cap, welded base plate 150mm x 150mm. 
 

Support finish: Vyflex PVC PC80 TE 
 

Support colour: Grey 
 

 



RECOMMENDATIONS FOR INSTALLATION OF STREET NAME PLATES 
 
1 Street name plates should be fixed as near as possible to street corners, so as to be easily 

readable by drivers as well as pedestrians.  The name plate should normally be within 3 
metres of the intersection of the kerb lines, but where this is not practicable the distance 
may be varied up to a maximum of 6 metres. 

 
2 Street name plates should be mounted so that the lower edge of the plate is approximately 1 

metre above the ground at sites where they are unlikely to be obscured by pedestrians or 
vehicles and at approximately 2.5 metres where obscuration is a problem.  They should 
never be lower than 0.6 metres of higher than 3.6 metres. 

 
3 Name plates should normally be fixed at each street corner.  At minor crossroads, 

particularly in residential areas, one plate on each side of the street positioned on the offside 
of traffic emerging from the road may be sufficient, except where the road name changes or 
where it is thought that paragraph 8 would apply.  At major crossroads, name plates will be 
necessary on both sides of each arm. 

 
4 At T-junctions, a main street name plate should be placed directly opposite the traffic 

approaching from the side road. 
 
5 Where the street name changes at a point other than a cross road, both names should be 

displayed at the point of change. 
 
6 On straight lengths of road without intersections, name plates should be repeated at 

reasonable intervals with priority given to such places as bus and railway stations and 
opposite entrances to well frequented sites such as car parks. 

 
7 Where the two streets branch off obliquely from a common junction with a third street, plates 

on fingerpost mountings can be useful, provided they do not obscure any traffic sign. 
 
8 Where it might reasonably be expected, e.g. at intervals of long straight lengths of road or at 

intersections or T-junctions, it may be useful to incorporate on the name plate information 
indicating the street numbers on either side of the intersection. 

 
9 Whenever practical, street name plates should be mounted on walls, buildings or other 

boundary structures at the back edge of the footway.  Post mounting or finger mounting 
should only be used where normal mounting does not make the plate conspicuous (e.g. 
where an important side road has a narrow entrance or in the exceptional circumstances 
mentioned in paragraph 7 above, or where it will frequently be obscured by pedestrian 
movement and cannot be mounted at the 2.5 metre height. 

 
10 The name plates should be so fixed that there is a clear space of a least 300mm in every 

direction between them and any notices, advertisements of other printed or written matter.  
Where possible, greater clearance should be provided.  Nor should they be incorporated in 
other direction sign assemblies, but be kept distinct and mounted in as standardised a 
manner as possible.  Care should be taken to keep the view of the name plates free from 
obstruction by trees or other growth. 

 
11 Where possible, name plates should be fixed so that they will be illuminated by light from 

street lamps, especially at important junctions, provided they remain visible to vehicles on 
the main carriageway. 

 
12 Duplication of street names or nearly similar names should be avoided within one postal 

area. 



MALDON DISTRICT COUNCIL 
 
 
 
STREET NAMEPLATE SUPPLIER 
 
G & G Signs 
15 Foxholes Road 
Off Golf Course Lane 
Leicester 
LE3 1TH 
 
 
Tel:      0116 254 4445 
Web:   www.ggstreetnameplates.com 
E mail: info@ggstreetnameplates.com      
        
 
 
 
 
 
Specification for the erection of nameplates 
 
1. Excavation of post holes (300 x 300 x 450mm) 
 
2. Removal of all excavated materials from site 
 
3. Erection of posts in good quality concrete and assembly of signs 
 
4. Break through existing hard surface, provide new tarmac and lay where 

necessary or make good with ¾” where sited in verge 
 
5. Break out and remove existing posts including concrete surround and 

back-fill holes 
 
6. Provide for all transport, power tools, fuels, ladders and generator etc for 

fixings to buildings, cutting and modifying existing posts and frames 
 
7. Supplier must list any exclusions etc with regard to carrying out this work 



Maldon District Council 
 
 

Street nameplate requirements for Conservation Areas 
 

Design: Illustration only 
 

 
 
 

Lettering in 3 ½” Trajan type. 
Overall depth 5 ¼”  Our ref. F 
Material – Cast Silicon - Aluminium 

 
 
Suppliers of Conservation Area signs 
 
G & G Signs    Tel:       0116 254 4445    
15 Foxholes Road   Web:    www.ggstreetnameplates.com  
Off Golf Course Lane  E mail: info@ggstreetnameplates.com  
Leicester      
LE3 1TH    
           
        
Leander Architectural  Tel:      01298 814941   
Fletcher Foundry   Web:   www.leanderarchitectural.co.uk  
Hallstead Close   Email: sales@leanderarchitectural.co.uk  
Dove Holes 
Buxton 
Derbyshire 
SK17 8BP 
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